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Step into the computer age! 


Strong cabinet design 
for long life 


Solid-State dependability — 
Full 1 year warranty on 
logic board 


Fast and easy servicing 
Play appeal never drops off 


Computer read-out with 
over 2250 ditferent 
readings 


Looks, acts and sounds 
like the real thing 


Complete line of other 
computer games 


READER EDCOE Mig. & Service Co. 


Culver City, California 90230 


Distributed by 


SET-UP INSTRUCTIONS 


1. Check all plugs. See Diagram No. | 


2. Check line cords and power supply. See Diagram No. II 

3. Check light display Boards, Sockets, Wires, Plugs and Cables. See Diagram No. III 

4. After making sure all plugs and cables are right, plug machine in. 

5. This should light background lights and red switch lights. If so, trip coin switch and push 
red button - cycle should start. Cycle takes fifteen seconds to complete. Display readout 
should stay on 

6. 


Reset machine and repeat procedure, machine should function same as instruction No. 5. 
OPERATING SEQUANCE 


Computer Palm Reader operates by placing a coin in the coin mech. Making coin switch, ener- 
gizes coin relay, Opening a set of contacts which opens circut to S, C. R. 's logic. At this point 
readout display lights will go off. Computer Palm Reader is now ready to be recycled. Thisis 
done by pushing either red button on front plate. One switch makes, this fires an S. C. R. in the 
logic system starting readout sequance. This can be adjusted by POT. on logic board. (Factory 
set at fifteen seconds). After all five catagories light, machine stays at display locked until 


next coin. Also, there isa lock relay that energizes red buttons after first quarter. This stops 
free play of machine. 


SEQUANCE INFORMATION 
Computer Palm Reader is a solid state instrument and should be treated as one. No attempt to 
repair components should be undertaken unless by a qualified service technecian. 


Computer Palm Reader is divided into three basic systems, Power Supply, Logic and Display. 


MAINTENANCE OF C OMPUTER PALM READER 
EEE Y E OMPUTER PALM READER 


Computer Palm Reader does not require much maintenance, All systems have been factory 
tested. 


Computer Palm Reader uses three types of miniature lights: 
1850 miniature bayonet - Readout Display Only (Use G. E. 1850 Only) 
47 background 
455 catagory lines - Flashers 


All of the bulbs can be changed from the back of Display Board, by taking the screws out 
and pulling out the sockets and replacing the bulb. NOTE: (Readout Display - when 


changing the bulbs be careful not to bend the P. C. Board. Also, it is important to unplug 
the machine) 


To replace Readout Display P. C. Boards, be sure to pull out the plug slowly and not to bend 
the board while removing the plug. NOTE: JAI! plugs are keyed and only go in one way). 


There are three types of plugs used: 
2 Pinon P.C. Boards to Cable 
8 Pin on P.C. Boards to Cable 
3 Pin on Cable to Cable 
NOTE: (3 Pin plugs are also keyed). 


*IMPORTANT NOTE: 


When pluging in 2 Pin Plug it is possible to reverse plug or put it in back- 

wards. So be sure to be extremely careful to make sure plug is in right and 
locked. Puting plug in backwards could cause damage to Logic System. 

If it becomes necessary to unplug any board always refer to Diagrams | thru 
IIl for proper plug position when replacing plugs. 


PROBLEM 


No Lights - Background, 
Display and Sign 


No Background Lights 


Sign Lights Out 


Coin Relay Not Energizing 


Coin Relay Energizing But, 
Readout Display Lights Stay 
On 


Readout Display Lights Out, 
But Red Switch Lights On 


Same As Above, Red Light On 


Button Switch Also Out 


Readout Display Lights In One 


Catagory Not On 


TROUBLE SHOOTING - COMPUTER PALM READER 


. Plug out 


. House current out 

. Fuse blown 115v 

» Fuse blown 115v P, S. 
. Brake in line 


» Fuse blown 6. 3v 
. Break in line 
. Transformer 


1, Bulb 25w 


1. Coin switch 
2. Defective relay 
3. Break in wire 


1. Contacts on coin relay not breaking 


1. Contacts on coin relay not making 

2. Contacts on red buttons are not making (same as 1) 
3. Plug on logic board unpluged or loose 

4. Red switch not working properly 

5. Logic P.C. Board defective 


1. Fuse blown D. C. óv 
2. D. C. P. S. out 


1. Plug loose 

2. Light bulb blown 1850 

3. 7445 I. C. out 

4. SN 2553 transister out 

5. Logic P.C. board out - NOTE TO SERVICEMAN: 
(When this problem occurs follow this simple 
procedure: Example - if head line display does 
not light, unplug cable and replace with cable 
from working catagory. Recycle machine, this 
should tell you if it is trouble with Logic P. C. 
or Readout Display P. C. Board. If Readout Dis- 
play P. C. Board now lights, this means you have 
trouble with the Readout Display P. C. Board 
being tested. But, if it still does not work, you 
have trouble with the Logic P. C. Board. Simply 
Exchange Logic P. C. Board. 


REPAIR 
Where to Look 


Wall outlet 

Fuse box 

P. 5. Board 10 amp fuse 
D.C.P.S. 5 amp fuse 


P. 5. Board 10 amp fuse 
Check connection 
Replace 

Top shelve - change 
Coin Mech. - replace 


Replace 


P. S. Board - reset con- 
tacts 


P. 5. Board - reset con- 


facts 
Check all plugs 
Front plate - replace 
Exchange board 
D.C.P.S. 5 amp fuse 
Replace 
Display board 
Replace 
Replace 
Replace 
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Parts List 


LC I-MC777P 
IC. 2 -MC789AP TRANS. | 
R 1-6.8&^ $" 


Rx — 220. kh 4” 


R 3-390" 4" 
Capl - 10¥F AEN 
Cap2-.05 UF 25v 
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| To Tale of! 


